STORM V1.02 upgrade notice

Please strictly conform to the upgrade manual to upgrade your storm OSD.

The OSD will enter auto detection mode during the first power on, the main board
should be placed strictly horizontally and statically, avoid any movement or vibration.
If there is any error during the detection, there will be error shows on the OSD screen,
cycle the power and do it again.

When the detection is done, the OSD screen will enter the working mode, please set
all your configurations one time again, specially, don't forget to reset the GYRO and

confirm the SEV CENTER items.

What's new for the new firmware V1.02?
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Add latitude and longitude display when you enter the RTH mode.

Change the RSSI shows to percent style, as the pic above shows, red circle
marked 2, the number shows the RSSI percent value. You need to confirm the
max and min value in the configuration menu. When the RSSI value is under 5%,
the display will disappear, and the radio icon will flash to warn you that the signal
is too low or lost. The RSSI will not show up when the min and max settings of

RSSI are equal.
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3. Add the heading lock in PA mode, when your Aileron stick in center position, the

lock icon will be displayed, and at the same time, your plane's heading will be

locked to the current heading, move the Aileron stick to exit the heading lock

mode.

4. When enter RTH mode, if you want to exit the RTH mode, you need to switch to

manual mode first, which means you can't switch from RTH mode to PA mode

directly, which can avoid the frequent switching between the RTH and PA when

your radio on the edge of losing control.



